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Transport wheels included

Repairing asphalt, compacting excavations and trenches, laying !oors in

paving tile or in porphyry

40-50 cm

22 m/min

20°

90 Hz

30-32 kN

MODEL
PLATE DIM.
(width x length)

WEIGHT FUEL ENGINE

CR3050 500 x 700 mm

177 kg

177 kg

178 kg

PETROL

Robin EX 17

Honda GX 160

Kohler SH 265

4,2 kW (5,7 HP)

3,6 kW (4,8 HP)

4,8 kW (6,5 HP)

190 kg

190 kg
DIESEL

Hatz 1 B20

Kohler 15LD225
3,7 kW (5,0 HP)
3,5 kW (4,7 HP)

CR3265 650 x 700 mm

182 kg

182 kg

183 kg

PETROL

Robin EX 17

Honda GX 160

Kohler SH 265

4,2 kW (5,7 HP)

3,6 kW (4,8 HP)

4,8 kW (6,5 HP)

195 kg

195 kg
DIESEL

Hatz 1 B20

Kohler 15LD225
3,7 kW (5,0 HP)
3,5 kW (4,7 HP)

REVERSIBLE PLATES

PETROL

DIESEL

PETROL

DIESEL

CR3050
CR3265

PETROL

DIESEL

CR3265 – Base plate width 650 mm


