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7

15-25 cm

20 m/min

20°

90 Hz

16 kN

Transport wheels included

CB1450 - CD1450PETROL

DIESEL FORWARD PLATES

CD1450CD1450W

CB1450 CB1450W

MODEL
PLATE DIM.
(width x length)

WEIGHT FUEL ENGINE

CB1450

500 x 580 mm

89 kg

89 kg

90 kg
PETROL

Robin EX 17

Honda GX 160

Kohler SH 265

4,2 kW (5,7 HP)

3,6 kW (4,8 HP)

4,8 kW (6,5 HP)

CB1450W
with water 

tank

92 kg

92 kg

93 kg

Robin EX 17

Honda GX 160

Kohler SH 265

4,2 kW (5,7 HP)

3,6 kW (4,8 HP)

4,8 kW (6,5 HP)

CD1450

500 x 580 mm

102 kg

102 kg

DIESEL

Hatz 1 B20

Kohler 15LD225

3,7 kW (5,0 HP)

3,5 kW (4,7 HP)

CD1450W

with water 

tank

105 kg

105 kg

Hatz 1 B20

Kohler 15LD225

3,7 kW (5,0 HP)

3,5 kW (4,7 HP)

  

Maintenance of asphalted surfaces. Laying porphyry and paving tiles, 

compacting any type of ground


